MATERIAL SAFETY DATA SHEET
(For Printing Ink and Related Materials)

Section I

MANUFACTURER'S NAME
Graphic Chemical & Ink Co

EMERGENCY PHONE NO.
312-832-6004

STREET ADDRESS (No., City, State, Zip)
728 N. Yale Pk Box 27 Villa Park, IL 60181

PRODUCT CLASS
Oil Base Ink

TRADE NAME
Graphic Vine Black

MANUFACTURERS CODE
1014

Section II — HAZARDOUS INGREDIENTS

Section III — PHYSICAL DATA

BOILING RANGE
F° > 200

TYPE OF ODOR

VAPOR DENSITY
HEAVIER (X) vs. AIR
LIGHTER ( )

EVAPORATION RATE
FASTER
VS. ETHER
SLOWER

LIQUID DENSITY
HEAVIER ( ) vs. WATER
LIGHTER ( )

PERCENT VOLATILE WT.
N/A

APPEARANCE

Section IV - FIRE & EXPLOSION DATA

FLASH POINT CATEGORY (NFPA)
>550°F

LOWEST FLASH POINT

LEL

EXTINGUISHING MEDIA:
Foam, CO₂, Dry Chemical or Water Fog

SPECIAL FIRE FIGHTING PROCEDURE:
Water may be used to cool container

UNUSUAL FIRE & EXPLOSION HAZARDS

THIS FORM SUPPLIED AS AN INDUSTRY SERVICE BY THE NATIONAL ASSOCIATION OF PRINTING INK MANUFACTURERS, INC. (Information on this form is supplied by the individual ink manufacturer)
Section V — HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE

Not Established

EFFECTS OF OVEREXPOSURE:

None Known

EMERGENCY FIRST AID:

Skin Contact — Wash affected area with soap and water.
Eye Contact — Flush eyes with water.

Section VI — REACTIVITY DATA

PRODUCT STABILITY

STABLE

UNSTABLE

X

CONDITIONS TO AVOID

Section VII — SPILL OR LEAK PROCEDURES

PROCEDURE WHEN MATERIAL SPILLED OR RELEASED

Ordinary clean up procedure. Sweep or wipe up. Dispose as any grease or oily material.

WASTE DISPOSAL METHOD

Section VIII — SPECIAL PROTECTION INFORMATION

VENTILATION

Adequate to prevent accumulation of vapors

PROTECTIVE EQUIPMENT; RESPIRATORY, EYE, ETC.

None Necessary

Section IX — SPECIAL PRECAUTIONS

Storage & Handling