CENTRAL INK CORPORATION
MATERIAL SAFETY DATA SHEET

DATE OF PREPARATION: 1-31-96

HMIS RATING: HEALTH 1  FLAMMABILITY 1  REACTIVITY 0

SECTION I  PRODUCT AND COMPANY IDENTIFICATION

CENTRAL INK CORPORATION
1100 NORTH HARVESTER RD.
WEST CHICAGO, IL  60185

EMERGENCY TELEPHONE NUMBER (708) 231-6500

PRODUCT: OFFSET PRINTING INK
COMMON NAME: (USED ON LABEL): R62-2051 SF PMS-Warm Red

SECTION II  HAZARDOUS INGREDIENTS

INGREDIENT: HYDROTREATED MIDDLE DISTILLATE
HAZARD DATA: OSHA PEL: 5mg/m³ (OIL MIST)

SARA TITLE III, SECTION 313 (40 CFR 372.45) NOTIFICATION:

THIS PRODUCT CONTAINS THE FOLLOWING CHEMICAL WHICH IS SUBJECT TO REPORTING
REQUIREMENTS OF SECTION 313:

<table>
<thead>
<tr>
<th>CHEMICAL</th>
<th>IDENTITY</th>
<th>CAS NUMBER</th>
<th>% PRESENT BY WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>-</td>
<td>NONE</td>
<td></td>
<td>%</td>
</tr>
</tbody>
</table>

SECTION III  PHYSICAL DATA

BOILING RANGE: 490°-700°F
DENSITY: 8.3 LBS/GAL
SPECIFIC GRAVITY (WATER = 1): .997
APPEARANCE: Red Paste

SOLUBILITY IN WATER: NOT SOLUBLE IN WATER
VAPOR DENSITY: HEAVIER VS. AIR
PERCENT VOLATILE BY WEIGHT: 3-5 %

ODOR: AROMATIC

SECTION IV  FIRE & EXPLOSION DATA

FLASH POINT: + 500 deg. Fahrenheit
EXTINGUISHING MEDIA: WATERFOG, CARBON DIOXIDE, DRY CHEMICAL, FOAM
SPECIAL FIREFIGHTING PROCEDURES: TREAT AS AN OIL FIRE, USE SELF CONTAINED BREATHING APPARATUS TO PROTECT AGAINST POTENTIAL HARMFUL FUMES
UNUSUAL FIRE AND EXPLOSION NONE