S.C. Johnson Wax
Racine, Wisconsin 53403-5011
Phone: (414) 631-2777
Emergency Phone: (800) 228-5635
Extension 092
International Emergency Phone:
Extension 092

HAZARD RATING
1=Insignificant
2=Slight
3=Moderate
4=High

MATERIAL SAFETY DATA SHEET
SECTION I-PRODUCT IDENTIFICATION

PRODUCT NAME: STEP OFF
PRODUCT CODE: 14000-3 to 14004-3
STEP OFF

CHEMICAL OR COMMON NAME: NA
DATE ISSUED: 10/20/92
SUPERSEDES: 06/29/90
MSDS SECTIONS WITH CHANGES:

PREPARED BY:
Terry A. Meyers
Chemical Info. Adm.

SECTION II-INGREDIENT INFORMATION

<table>
<thead>
<tr>
<th>INGREDIENTS</th>
<th>WEIGHT %</th>
<th>EXPOSURE LIMIT</th>
</tr>
</thead>
<tbody>
<tr>
<td>Sodium Hydroxide (CAS# 1310-73-2)</td>
<td>1-4</td>
<td>2 MG/M3 ACGIH/OSHA CEILING</td>
</tr>
<tr>
<td>Monoethanolamine (CAS# 141-43-5)</td>
<td>2-6</td>
<td>3 PPM ACGIH/OSHA TWA, 6 PPM ACGIH/OSHA STEL</td>
</tr>
<tr>
<td>Sodium Silicate (CAS# 1344-09-8)</td>
<td>2-6</td>
<td>NOT ESTABLISHED</td>
</tr>
<tr>
<td>Water (CAS# 7732-18-5)</td>
<td>80-90</td>
<td>NA</td>
</tr>
</tbody>
</table>

See Regulatory Information (Section XII) for explanation of bracketed information.

SECTION III-PHYSICAL DATA

APPEARANCE/ODOR: Light straw-colored liquid with mild soapy odor
SPECIFIC GRAVITY (H2O=1): 1.06

VAPOR PRESSURE (mm Hg): NA
PERCENT VOLATILE BY VOLUME (%): NA

SOLUBILITY IN WATER: Complete
VAPOR DENSITY (AIR=1): NA

FREEZING POINT (°F): ND
BOILING POINT (°F): above 200

pH: 12.5 min. (Undiluted)
EVAPORATION RATE (Butyl Acetate=1): NA

VOC (as packaged, minus H2O): ND
THEORETICAL VOC (lb/gal): ND

SECTION IV-FIRE AND EXPLOSION INFORMATION

FLASH POINT (°F) (Method Used): NA
FLAMMABLE LIMITS: NA


SPECIAL FIREFIGHTING PROCEDURES: Normal fire fighting procedures may be used. Cool and use caution when approaching or handling fire-exposed containers.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Corrosive Material (See Sections VI, VIII). Container may burst in heat of fire.